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DEPARTMENT OF THE ARWY 15190. TD
CORPS OF ENG NEERS, TULSA DI STRI CT JAN 97
JSH

TULSA DI STRI CT GUI DE SPECI FI CATI ON
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SECTI ON 15190
| DENTI FI CATI ON OF PI PI NG
PART 1 GENERAL
1.1 SUMVARY
This section covers identification of the mechanical piping systens.
PART 2 PRODUCTS
2.1 PAI NT FOR | DENTI FI CATI ON BANDS AND BLOCKS

Bands or block paints shall be as specified in SECTI ON 09900 - PAI NTI NG
GENERAL for the finish specified.

2.2 COLOR

The col ors used shall conformto the color chips submtted by the Contractor
and approved by the Government. Colors shall be as follows:

2.3 PRESSURE SENSI TI VE PI PE MARKERS

At the option of the Contractor, pressure-sensitive pipe markers of the
appl i cabl e size and col or may be used.

2.4 BRASS TAGS

VWhere pipes are too small for such application, a brass identification tag
shal |l be fastened securely at specified |ocations. Tags shall be 38 nm1
1/2-inch in dianeter with depressed black figures 13 mm 1/2-inch high

PART 3 EXECUTI ON
3.1 APPL| CATI ON

Bands and bl ocks shall be a m nimumof two coats of gloss paint. Surface
preparation, materials, and application of paint shall conformto the

requi renents of the SECTI ON 09900 PAI NTI NG GENERAL. Col or of bands or

bl ocks shall be as specified hereinafter. Legends and bands or bl ocks shal
be placed to be easily read fromoperating positions. Adjacent to |egend,
arrows shall be painted to indicate the direction of flow of material under
normal operating conditions.

3.2 LOCATI ONS

Al piping in buildings and heating tunnels shall be identification painted
wi t h bands or bl ocks and | egends of colors herein designated. Plunbing and
heating piping in finished spaces such as offices and quarters shall not be
col or banded. Bandi ng or bl ocki ng and | egends shall be applied to the

pi ping at |ocations as foll ows:



Teaooop

Adj acent to each val ve.
Adj acent to each strainer.
Each branch and ri ser
At each pipe passage through wall, floor and ceiling construction.
At each pipe passage to underground.

At not nore than 12 neter 40 feet spacing on straight pipe runs.

at take-off.

3.3 BAND OR BLOCK AND LETTER SI ZE

The band or block and letter sizes corresponding to the applicable outside
di anmeter of pipe or pipe covering shall be used. Upper case letters and
be used. Sizes are as follows:

Arabi ¢ nunmeral s shall

Qut si de D anmeter

of Pipe or Covering

3/4" to 1 1/4"
11/2" to 2"
2 1/2" to 6"
8" to 10"

Over 10"

Qut si de D aneter

of Pipe or Covering

19 mMfmmto 32 mm
38 mMMmto 50 mm
64 nmto 150 mm
200 mMmmto 250 mm
Over 250 mm

3.4 LEGENDS

Wdth of Color Size of Legend
Band or Block Letters and Nunerals

8" 1/ 2"
8" 3/ 4"
12" 11/4"
24" 2 1/2"
32" 3 1/2"

Wdth of Color Size of Legend
Band or Block Letters and Nunerals

200 mMm 13 mm
200 mMm 19 mm
300 mMm 32 mMm
600 mMn 64 mm
800 mMm 89 mMm

The applicabl e | egends and bands or bl ocks shall be selected fromthe

fol | owi ng:

Servi ce

Boi | er Feedwat er

But ane

Gas

Pot abl e Wat er
Conpressed Air
Condensat e

Condensi ng Water Supply
Condensi ng Water Return
Diesel Ol

Exhaust St eam

Fire Protection Water
Fuel G|

H gh Tenp. Water Supply
H gh Tenp. Water Return
I nstrunent Air

Makeup Water

Propane Gas

Raw Wat er

Chilled Water Supply
Chill ed Water Return

St eam

Treated Water

Vacuum

Legend Band or Bl ock Legend
Col or Col or
B. F. Water Bl ack Yel | ow
But ane Bl ack Yel | ow
Gas Bl ack Yel | ow
Pot abl e Wat er Bl ack G een
(1) Conp. Air # Bl ack G een
(2) Condensate Press Bl ack Yel | ow
Cond. Water Supply Bl ack G een
Cond. Water Return Bl ack G een
Di esel Fuel Bl ack Yel | ow
Exhaust St eam Bl ack Yel | ow
Fire Protection Water VWite Red
(3) Fuel Gl Bl ack Yel | ow
(4) HT. Water Sup.—FC Bl ack Yel | ow
H T. Water Return Bl ack Yel | ow
I nstrunent Air Bl ack G een
Makeup Water Bl ack G een
Pr opane Bl ack Yel | ow
Raw Wat er Bl ack G een
Chilled Water Supply Bl ack G een
Chill ed Water Return Bl ack G een
(5) Steam #Pr ess Bl ack Yel | ow
Treated Water Bl ack G een
Vacuum Bl ack G een



Conbi nation Chilled Chil | ed-Hot Water and Hot Water Supply

Suppl y Bl ack Yel | ow
Conbi nation Chilled Chil |l ed- Hot Water and Hot Water Return
Ret urn Bl ack Yel | ow

(1) Include maxi mum wor ki ng pressure.

(2) Include, H, MED or LO

(3) Specify the grade of fuel oil.

(4) Show the maxi num wor ki ng tenperature.
(5) Indicate the maxi mum wor ki ng pressure.



